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CHROME BRAKE ROD FOR XL MODELS

®

General

Kit 34595-04 is a forward controls brake rod kit that fits 2004
and later XL model motorcycles. This kit is a direct replacement
for the original equipment brake rod.

Kit 34697-04 is a mid controls brake rod kit that fits 2004 and
later XL model motorcycles. This kit is a direct replacement for
the original equipment brake rod.

Kit Contents

Quantity Description Part Number
1 Brake rod Not sold 
2 Brake rod ball stud screws 

(installed on brakerod) Not sold 

NOTE
A Service Manual for your motorcycle is available at your
Harley-Davidson Dealer.

The rider’s safety depends upon the correct installation of
this kit.  If the procedure is not within your capabilities or
you do not have the correct tools, have a Harley-Davidson
dealer perform the installation. Improper installation of
this kit could result in death or serious injury. (00308a)

Removal

1. Unscrew brake rod (7) from brake pedal (8) and master
cylinder bell crank (9).

Installation

1. The brake rod ball stud screws have a Loctite patch on the
threads.

2. See Figure 1. Thread one end of brake rod (7) into master
cylinder bell crank (9) as shown. Tighten to 120-180 in-lbs
(13.6-20.4 Nm).

3. Thread other end of brake rod into brake pedal (8).
Tighten to 120-180 in-lbs (13.6-20.4 Nm).
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1 Footrest
2 Spring washer
3 Retaining ring
4 Rider footrest clevis
5 Clevis pin
6 Bushing
7 Rear brake rod assem-
bly
8 Brake pedal
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Figure 1.


